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time set to exclude a period in which a magnetic flux in the
first closing phase possibly saturates as a second target clos-
ing time, and a closing control unit that generates and outputs
a closing control signal to close each phase at the target
closing time.

6 Claims, 9 Drawing Sheets

THREE-PHASE

BREAKER

2

POWER 4

MEASURING
THREE. VOLTAGE MEASURING E DEVICE
PHASE DEVICE 5
H {

VOLTAGE
THREE-PHASE
TRANSFORMER
3

SUP:LV 9’2

_Q)

VOLTAGE

TRANSFORMER VOLTAGE o
55

5
VOLTAGE
MEASURING DEVICE

12

14

16-

CLOSING
%JNTROL SIGNAL

GLOSING-ORDER
DETERMINATION UNIT

CLOSING CONTROL UNIT 19,
CLOSING
N INSTRUCTION

7

9
RESIDUAL-MAGNETIC-FLUX| e Preare
CALCULATION UNIT — CHARACTERISTIC
B

1

10
INPUT MAGNETIG-FLUX- CLOSING-TIME
ERROR CALCULATION UNIT| VARIATION

3 GHARAGTERISTIC

OPENING INSTRUCTION
15 19a

TARGET GLOSING-PHASE/
TIME SETTING UNIT <

17

100
INRUSH-CURRENT
SUPPRESSING
DEVICE



US 9,065,268 B2

Page 2
(56) References Cited FOREIGN PATENT DOCUMENTS
U.S. PATENT DOCUMENTS Jp 2008-135246 A 6/2008
JP 2009-131106 A 6/2009

2009/0134862 Al 5/2009 Kinoshita et al. . .
2012/0236443 Al* 9/2012 Kinoshita et al. ............... 361/36 * cited by examiner



U.S. Patent

Jun. 23, 2015

Sheet 1 of 9

FIG.1

THREE-PHASE

BREAKER
2 VOLTAGE

US 9,065,268 B2

THREE-PHASE

POWER
SUPPLY
VOLTAGE
18

(-

CLOSING
CONTROL SIGNAL
SZO

CALCULATION UNIT

84 ¢ 11

INPUT MAGNETIC-FLUX-
ERROR CALCULATION UNIT

12—  ¢13

CLOSING-ORDER
DETERMINATION UNIT

14—  ¢15

TARGET CLOSING-PHASE/
TIME SETTING UNIT

16—y 17

| CLOSING CONTROL UNIT |

S

100

P4
S

MEASURING
THREE- VOLTAGE MEASURING DEVICE TRANSFORMER
PHASE DEVICE v 5 3
POWER 4 e ( kv
SUPF1’LY ;}F o ’
VOLTAGE
MEASURING DEVICE
o) ‘
oo +—
TRANSFORMER VOLTAGE _,;l VOLTAGE
[ 2 2 4 MEASURING DEVICE

PRE-ARC

§7 9
RESIDUAL-MAGNETIC-FLUX 1 CHARMCTERISTIC

10

CLOSING-TIME
VARIATION
CHARACTERISTIC

OPENING INSTRUCTION
19a

19b
CLOSING
INSTRUCTION

INRUSH-CURRENT
SUPPRESSING

DEVICE



U.S. Patent Jun. 23,2015 Sheet 2 of 9 US 9,065,268 B2
A-PHASE
STATIONARY
MAGNETIC FLUX
104 B.PHASE
A-PHASE POWER-SUPPLY C-PHASE
POWER-SUPPLY VOLTAGE POWER-SUPPLY
0 _VOLTAGE 102 B-PHASE V(%LTAGE
101 STATIONARY C-PHASE STATIONARY
151 MAGNETIC FLU MAGNETIC FLUX
105 <106
101 o Vi -
0.5F / X =S /
0.0 kY , L / | I / I
T0 N WI00 Y, 200 £ 7 N300/ 400 500 600 \ 700
'0.5 — ,\ \ \1\ - , 4 ) N ,
-1.0pP= It < T NSL S < P,
151 107
ol B- OR C-PHASE
-2. MAGNETIC FLUX
PRE-ARC PRE-ARC
CHARACTERISTIC CHARACTERISTIC LINE
LINE 116
PRE-ARC 117 PRE-ARC
CHARACTERISTIC LINE 4 CHARACTERISTIC LINE
20~ 115 b . 118
1 gl /C-PHASE GAPVOLTAGE ™.\ B. OR C.PHASE
. 1 12 ‘\ ‘\‘/' - -
1.6 ) ] A-PHASE TARGET INPUT POINT N pongr ! INPUT
14N/ /114 110
AV, B- OR C-PHASE GAP VOLTAGE
1.0 -3 P s
0-8 &\ ] ‘\\ 3”-\\ I’ll \\\\ ,—-\\ ’ll’ ! \‘\ ,”’
0.6 _\ |, "\‘ \,r( ‘7\‘/ \,/( \R
o4l A A AN A N
) \‘ H \\ :" \ / \\\ l’l \ ‘\ * \\ /
02 )“I, L \ ,ll ! \ Il’ [ \ 17\ \ A% !
0.0 [\\ Vi Y \VAR VoV | VN 4 |
0 141 100 200 300 400 500 600 700
B-PHASE GAP VOLTAGE

A-PHASE GAP VOLTAGE

INPUT TIME RANGE



U.S. Patent Jun. 23,2015 Sheet 3 of 9 US 9,065,268 B2

PRE-ARC
CHARACTERISTIC
%':,,“(‘)E PRE-ARC
CHARACTERISTIC
LINE A-PHASE MAGNETIC
131 A-PHASE TARGET 1F'3-§’X
/ INPUT POINT -~ MAGNETIC-FLUX
[ 134 /" A-PHASE STATIONARY  SATURATION
A -, MAGNETIC FLUX THRESHOLD
2003, 132 137
TEEN S T e e, TS e
1.0 _\‘(':\ =
i\
052! 4
: |
00— 0o 700
05 = ~
-1.0 135
sl A-PHASE INPUT
-1. POINT 139
ool | 136 A-PHASE GAP VOLTAGE
' INPUT MAGNETIC-
138 FLUX ERROR
MAGNETIC-FLUX
RISING POINT
20 A-PHASE EXCITATION
15l INRUSH CURRENT
: 140 140
10F
05}
0 0 | | | | | | |
Y9 100 200 300 400 500 600 700
05F
10k
A5




U.S. Patent Jun. 23,2015 Sheet 4 of 9 US 9,065,268 B2
(STATE WHERE THERE IS NO
EXCITATION INRUSH CURRENT.
A-PHASE POWER-
SUPPLY VOLTAGE 306
3017 A-PHASE TRANSFORMER
VOLTAGE
307
B- OR G-PHASE
B-PHASE POWER- TRANSFORMER VOLTAGE
SUPPLY VOLTAGE 303
302 C-PHASE POWER-SUPPLY
VOLTAGE
304 305
B-PHASE GAP C-PHASE GAP
VOLTAGE VOLTAGE
( STATE WHERE EXCITATION INRUSH
CURRENT FLOWS
A-PHASE POWER- 4
SUPPLY VOLTA%Ew A-PHASE TRANSFORMER
VOLTAGE
316
B-PHASE POWER 317
- - B- OR C-PHASE TRANSFORMER VOLTAGE

SUPPLY VOLTAGE
302

315
B-PHASE GAP C-PHASE GAP

314
VOLTAGE

303
C-PHASE POWER-SUPPLY VOLTAGE

VOLTAGE



U.S. Patent Jun. 23,2015 Sheet 5 of 9 US 9,065,268 B2

FIG.8

PRE-ARC  PRE-ARC
PRE.ARC CHARACTERISTIC LINE CHARACTERISTIC

CHARACTERISTIC "7 - '—1”1‘15 PRE-ARC
LINE . biiASE GAP VOLTAGE / CHARACTERISTIC
15 40 .\ LINE
29 | /A-PHASE TARGET N, (118
181 | /INPUT POINT  DTIRSE \J  B-ORC-PHASE
16/ 1| 114 VOLTAGE \ TARGET INPUT
14N | | C-PHASE GAP 162 ~ POINT
- /) VOLTAGE ; 119
12X 163 meee?
LR\ )
0.8 ;\\ ) ‘I //”7\‘ l / ~‘\/ s
- ‘I ',\ e k / “\ \\ I
gi / \ " /Ii( )‘/\ :(’\)?\\ / l‘\ \ :\‘\
a4 \ Y “\ l" \d ‘\\ ‘\\ ’ N
o \.\ I SAVA R4 Y N /
0 A/ o \/ 3\ S NS |
\
0o/ ; 100 200 300 / 400 600 700
111 165 164
B-PHASE GAP VOLTAGE |NPUT INPUT 160
110 POINT  POINT | INPUT|TIME RANGE
A-PHASE GAP VOLTAGE >
161
INPUT TIME RANGE
PRE-ARC
CHARACTERISTIC
LINE PRE-ARC CHARACTERISTIC LINE
115 PRE-ARC 176
CHARACTERISTIC LINE
C.PHASE GAP PRE-ARC CHARACTERISTIC LINE
2.0\ VOLTAGE N ... 178
112 <
1.8 V124 . \ B- OR C-PHASE TARGET
161 |1 SS’L“&%EEGAP INPUT POINT
: I‘ \\' ‘\ 179
14N// 163 B-PHASE GAP, °
1oL\ N VOLTAGE,
. ‘I\- \\\\—1 62) N
10 ;/ ~ 27 . : “\ ?4"‘\[ PR
0.8 x\ , N ,x/‘?\\ I
L\/ M
82 / \ " /ir : )(14\\
" B \ 4 “\ ,” \:
O_ 2 \'\,'\\ ; v \\ ,’I '] \ I/
0 \\‘ \V/ Vo \
0( ;100 200 300
111
B-PHASE GAP VOLTAGE 170

110
A-PHASE GAP VOLTAGE INPUT TIME RANGE



U.S. Patent

Jun. 23, 2015

Sheet 6 of 9

FIG.10

THREE-PHASE
BREAKER

US 9,065,268 B2

THREE-PHASE

<

100

2
THREE- VOLTAGE MEASURING VOLTAGE
- MEASURING DEVICE TRANSFORMER
PHASE DEVICE 5 Sga?
POWER 4 h 4
SUPPLY o o
i —Q)
VOLTAGE
MEASURING DEVICE
o0
oo
TRANSFORMER VO'-TAGE SR VOLTAGE MEASURING DEVICE
§7 9
PRE-ARC
RESIDUAL-MAGNETIC-FLUX
CALCULATION UNIT CHARACTERISTIC
e—y ¢ 10
INPUT MAGNETIC-FLUX- CLOSING-TIME VARIATION
ERROR CALCULATION UNIT CHARACTERISTIC
12—4 13
CLOSING-ORDER
DETERMINATION UNIT
14—y <15 OPENING INSTRUCTION
POWER SUPPLY 19a
VOLTAGE TARGET CLOSING-PHASE/ /
15 TIME SETTING UNIT
] 16— (17 ‘_§
CLOSING CLOSING CONTROL UNIT 19b
(2383NTROL SIGNAL | | CLOSING INSTRUCTION
S

INRUSH-CURRENT
SUPPRESSING DEVICE



U.S. Patent

Jun. 23, 2015

Sheet 7 of 9 US 9,065,268 B2

FIG.11

A-PHASE POWER-

20
15
10
0.5
00
-0.5
-1.0

15F

-2.0

B-PHASE PRE-ARC

SUPPLY  B-PHASE POWER- C-PHASE POWER-

VOLTAGE SUPPLY VOLTAGE SUPPLY VOLTAGE
- 101 102 103
i e y

| y | | | |

0 100 200 300 400 500 600 700

,’/ \‘—’, \\_J,
i 205 204

B-C OR C-A INTER-PHASE
STATIONARY MAGNETIC FLUX

A- OR B-PHASE STATIONARY
MAGNETIC FLUX

FIG.12

C-PHASE PRE-ARC

CHARACTERISTIC CHARACTERISTIC LINE

LINE
515 B-PHASE GAP ,

3.00

2.50

2.00

217
VOLTAGE :

212 B pHASE ,
TARGET INPUT _ ;
POINT
214
C-PHASE GAP

VOLTAGE
213

C-PHASE PRE-ARC

CHARACTERISTIC LINE

216
C-PHASE PRE-ARC
CHARACTERISTIC LINE
218

. .- C-PHASE TARGET

" INPUT POINT

. 219

1.50 N~
Y 7 NS
1.00 \ A AN
\ /N AN
0.50 NS S
\‘ /I ‘\‘ ‘ \‘
0.00 \Il | Y ] \/l ]
0 100 200 300 400 700
) S L
220

INPUT TIME RANGE



U.S. Patent Jun. 23,2015 Sheet 8 of 9 US 9,065,268 B2

A-B INTER-PHASE
B-PHASE PRE-ARC STATION ARYS
CHARACTERISTIC LINE  \AGNETIC FLUX MAGNETIC-FLUX
231 B-PHASE PRE-ARC 232 SATURATION
i CHARACTERISTIC LINE A-B INTER-PHASE THRESHOLD
v 230 MAGNETIC FLUX 237
251" /B-PHASE TARGET 233 {
i [ INPUT POINT
20F 1 __2:?5‘__,1_:_3 ______________________________________ DAt S LI
15

1.0
0.5

|
0.0 500 600, 700
4

054 . \
\
-1 O l, \ - /
15 B-PHASE INPUT
' POINT 239
2ok 536 B-PHASE GAP
| 538 INPUT MAGNETIC-FLUX ERROR VOLTAGE
2.5% MAGNETIC-FLUX
RISING POINT
20 A-B INTER-PHASE EXCITATION
15k INRUSH CURRENT
240 240
1.0F
0.5F
0 0 | | | | | | |
0 100 200 300 400 500 600 700
05}
10}
15}

-20%



U.S. Patent Jun. 23,2015 Sheet 9 of 9 US 9,065,268 B2

FIG.15

C-PHASE PRE-ARC
B-PHASE PRE-ARC CHARACTERISTIC

CHARACTERISTIC LINE ¢ PHASE PRE-ARC
515 B-PHASE GAP 217 CHARACTERISTIC LINE
VOLTAGE } 216 C-PHASE PRE-ARC

212 4 CHARACTERISTIC LINE

B-PHASE TARGET .

3.00 *.. 218 C-PHASE TARGET
|2'\4IZUT POINT "/ INPUTPOINT
2.50 C-PHASE GAP " 219 C-PHASE GAP VOLTAGE
VOLTAGE ) 213 INPUT POINT

2.00
1.50 LN e~ S
o N /
100 /’ \\‘ 'll \ ,/ \
\ ’ ‘\ ,’ ‘\ '/
‘\ ,/ K / \\ /
0.50 N2 .
\ / \ / 3 ~
0.00 . Voo L\ |
0 \ 100 200 300 400 500 600 700
B-PHASE GAP VOLTAGE

B-PHASE PRE-ARC
CHARACTERISTIC LINE  ¢-PHASE PRE-ARC

215 CHARACTERISTIC LINE

4.00 7277 C-PHASE PRE-ARC
; CHARACTERISTIC LINE
3.50 276

C-PHASE PRE-ARC

CHARACTERISTIC LINE
,-278

C-PHASE TARGET

-

L RS
> -~
’

3.00

2.50 INPUT POINT
2.00
1.50 N
\\/

1.0() 1/\

Y '/

\\ /
050 \\ /

\‘ /
0.00 : = ¥ |
0 100 | 200 300 600 700
263
C-PHASE GAP VOLTAGE 927
212 INPUT TIME RANGE

B-PHASE GAP VOLTAGE



US 9,065,268 B2

1
INRUSH-CURRENT SUPPRESSING DEVICE
AND INRUSH-CURRENT SUPPRESSING
METHOD

FIELD

The present invention relates to an inrush-current suppress-
ing device and an inrush-current suppressing method for sup-
pressing an excessive excitation inrush current that possibly
occurs in a three-phase transformer when three-phase power
is input to the three-phase transformer.

BACKGROUND

Examples of a method of suppressing an excitation inrush
current in a transformer include a phase-control input method
in which a breaker is input in a specific phase of a three-phase
power supply. Conventionally, the following technique is dis-
closed. That is, as for a first closing phase on which a closing
operation is performed first among three phases, a closing
phase in which an input magnetic-flux error that is the abso-
lute value of a maximum error between a stationary magnetic
flux and a residual magnetic flux at an input point becomes a
minimum value is calculated and set as a target closing phase
for the first closing phase based on the residual magnetic flux
in the first closing phase and the already-obtained pre-arc
characteristics and closing-time variation characteristics of
the three-phase breaker while assuming an arbitrary reference
phase of 0 degree as a reference point. As for the two remain-
ing phases, a closing phase for which an input magnetic-flux
error becomes a minimum value when a residual magnetic
flux is zero is calculated and set as a target closing phase for
the two remaining phases based on the already-obtained pre-
arc characteristics and closing-time variation characteristics
of the three-phase breaker while assuming the arbitrary ref-
erence phase of 0 degree as the reference point. The time
obtained by adding up the time from the reference point to the
target closing phase for the two remaining phases and the
delay time corresponding to the integer multiple of the preset
cycle of a three-phase power supply is set as a target closing
time of the two remaining phases (for example, Patent Lit-
erature 1 mentioned below).

CITATION LIST
Patent Literature

Patent Literature 1: Japanese Patent No. 3804606 (pages 5
to 12, FIGS. 1 to 4)

SUMMARY
Technical Problem

As described above, with the technique described in Patent
Literature 1 mentioned above, the closing phase in which the
input magnetic-flux error that is the absolute value of the
maximum error between the stationary magnetic flux and the
residual magnetic flux at the input point becomes the mini-
mum value is calculated, and the calculated closing phase is
input as the first phase. However, an actual input point does
not necessarily match a target input point because of the
closing-time variation characteristics of the first phase. If the
actual input point deviates from the target input point, the
input magnetic-flux error is not zero but the stationary mag-
netic flux applied after input is offset by as much as this input
magnetic-flux error and has an asynchronous waveform with
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2

respect to a zero reference axis. At this time, when an offset
amount is large, the magnetic flux of an iron core reaches a
saturation range and an excitation inrush current occurs in this
period. In the period in which the excitation inrush current
occurs, gap voltages of the two remaining phases are high.
Therefore, when the two remaining phases are input in this
period, an input point becomes earlier than an assumed input
point, and then there is a problem that an excitation inrush
current higher than an assumed excitation inrush current
occurs.

The present invention has been achieved in view of the
above problems, and an object of the present invention is to
provide an inrush-current suppressing device and an inrush-
current suppressing method capable of suppressing a maxi-
mum value of an excitation inrush current and suppressing
occurrence of an excessive excitation inrush current.

Solution to Problem

In order to solve the above problem and in order to attain
the above object, in an inrush-current suppressing device
applied to a configuration in which three-phase alternating-
current power is supplied to and cut off from a three-phase
transformer via a three-phase breaker, for suppressing an
excitation inrush current that possibly occurs in the three-
phase transformer during input of the three-phase breaker, the
inrush-current suppressing device of the present invention,
includes: a residual-magnetic-flux calculation unit that
obtains a residual magnetic flux in each phase generated
within the three-phase transformer based on a voltage of each
phase generated in the three-phase transformer before and
after closing the three-phase breaker; an input magnetic-flux-
error calculation unit that obtains a closing-phase input mag-
netic-flux error for every phase based on the residual mag-
netic flux in each phase and in consideration of pre-arc
characteristics and closing-time variation characteristics of
the three-phase breaker; a closing-order determination unit
that determines a closing order of phases of the three-phase
breaker based on the residual magnetic flux in each phase; a
target-closing-phase setting unit that calculates a phase in
which the input magnetic-flux error in a first closing phase
determined by the closing-order determination unit becomes
a minimum value and sets the calculated phase as a target
closing phase of the first closing phase, and that calculates a
phase in which the input magnetic-flux error in the two
remaining phases becomes a minimum value while assuming
apredetermined phase in a predetermined reference phase as
a reference point and sets the calculated phase as a target
closing phase of a second closing phase; a target-closing-time
setting unit that sets a time from the reference point to the
target closing phase of the first closing phase as a target
closing time of the first closing phase, and that sets a time
obtained by adding up a time from the reference point to the
target closing phase of the two remaining phases and a pre-
determined delay time as a target closing time of the second
closing phase; and a closing control unit that generates a
closing control signal and outputs the closing control signal to
the three-phase breaker so as to close each phase at the target
closing time of each phase set by the target-closing-time
setting unit in response to a closing instruction to the three-
phase breaker. Additionally, the predetermined delay time is
set to exclude a period in which a magnetic flux in the first
closing phase possibly saturates because of the input mag-
netic-flux error in the first closing phase.
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Advantageous Effects of Invention

The inrush-current suppressing device according to the
present invention can suppress a maximum value of an exci-
tation inrush current so as to suppress occurrence of an exces-
sive excitation inrush current.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is an explanatory diagram of an inrush-current sup-
pressing device according to a first embodiment of the present
invention.

FIG. 2 depicts waveforms of magnetic fluxes generated in
a three-phase transformer and waveforms of power supply
voltages applied to the three-phase transformer after a first
closing phase is input.

FIG. 3 is an explanatory diagram of target input points of a
B-phase and a C-phase after an A-phase as a first closing
phase is input.

FIG. 4 is an explanatory diagram of a magnetic flux error
and deviations of target input points resulting from pre-arc
characteristics and closing-time variation characteristics.

FIG. 5 is an explanatory diagram of an A-phase excitation
inrush current resulting from a magnetic flux error.

FIG. 6 depicts power supply voltages, transformer volt-
ages, and gap voltages in a state where no excitation inrush
current flows.

FIG. 7 depicts power supply voltages, transformer volt-
ages, and gap voltages in a state where an excitation inrush
current flows.

FIG. 8 is an explanatory diagram of an aspect in which a
B-phase or a C-phase as a second closing phase is input at an
earlier time because of an excitation inrush current.

FIG. 9 is an explanatory diagram of a control method
according to the first embodiment.

FIG. 10 is an explanatory diagram of an inrush-current
suppressing device according to a second embodiment of the
present invention.

FIG. 11 depicts waveforms of magnetic fluxes generated in
a three-phase transformer and waveforms of power supply
voltages applied to the three-phase transformer after a second
closing phase is input.

FIG. 12 is an explanatory diagram of target input points of
a C-phase after a B-phase as a second closing phase is input.

FIG. 13 is an explanatory diagram of a magnetic flux error
and deviations of target input points resulting from pre-arc
characteristics and closing-time variation characteristics.

FIG. 14 is an explanatory diagram of an A-B inter-phase
excitation inrush current resulting from a magnetic flux error.

FIG. 15 is an explanatory diagram of an aspect in which a
C-phase as a third closing phase is input at an earlier time
because of an excitation inrush current.

FIG. 16 is an explanatory diagram of a control method
according to the second embodiment.

DESCRIPTION OF EMBODIMENTS

Exemplary embodiments of an inrush-current suppressing
device and an inrush-current suppressing method according
to the present invention will be explained below in detail with
reference to the accompanying drawings. The present inven-
tion is not limited to the embodiments.

First Embodiment.

FIG. 1 is an explanatory diagram of an inrush-current sup-
pressing device according to a first embodiment of the present
invention. An inrush-current suppressing device 100 accord-
ing to the first embodiment is a device suitable to beused in a

10

15

20

25

30

35

40

45

50

55

60

65

4

power system in which a three-phase power supply 1 is con-
nected to a three-phase transformer 3 via a three-phase
breaker 2. The inrush-current suppressing device 100 is con-
figured to include a residual-magnetic-flux calculation unit 7,
an input magnetic-flux-error calculation unit 11, a closing-
order determination unit 13, a target closing-phase/time set-
ting unit 15, and a closing control unit 17.

An operation performed by the inrush-current suppressing
device 100 according to the first embodiment is explained
next with reference to FIGS. 1 and 2. FIG. 2 depicts wave-
forms of magnetic fluxes generated in the three-phase trans-
former 3 and waveforms of power supply voltages applied to
the three-phase transformer 3 when the three-phase breaker 2
is controlled to change from an open state to an input state.

First, in the present embodiment, any one of three phases
(an A-phase, for example) of the three-phase power supply 1
is defined as a reference phase. As shown in FIG. 1, voltage
measuring devices 4 and 5 are provided in the power system.
A power supply voltage 18 is measured by the voltage mea-
suring device 4 and input to the inrush-current suppressing
device 100. Transformer voltages 6 generated in the three
phases are measured by the voltage measuring devices 5,
respectively, and input to the inrush-current suppressing
device 100. As the voltage measuring devices 4 and 5, for
example, voltage transformers for measuring high voltages
are used.

In FIG. 1, the residual-magnetic-flux calculation unit 7
calculates residual magnetic fluxes 8 in the respective phases,
that is, the residual magnetic fluxes in iron cores of the three-
phase transformer 3 using the transformer voltages 6 (mea-
sured by the voltage measuring device 5) in the phases before
and after an opening-instruction input time when an opening
instruction 19¢ is input. The input magnetic-flux-error calcu-
lation unit 11 calculates a closing-phase input magnetic-flux
error 12 for every phase in consideration of the residual mag-
netic fluxes 8 in the respective phases of the three-phase
transformer 3 and pre-arc characteristics 9 and closing-time
variation characteristics 10 of the three-phase breaker 2. Note
that a map creation unit (not shown) that determines target
closing phases in advance depending on patterns of the
residual magnetic fluxes can replace the input magnetic-flux-
error calculation unit 11.

The closing-order determination unit 13 determines a clos-
ing order 14 of the phases of the three-phase breaker 2. In the
present embodiment, the phase in which an absolute value of
the residual magnetic flux 8 is the highest among those of the
residual magnetic fluxes 8 calculated by the residual-mag-
netic-flux calculation unit 7 is explained as a first closing
phase. However, the assumption of the first closing phase is
not limited to that in the present embodiment. For example,
the phase in which the magnitude of the residual magnetic
flux is the second largest can be assumed as the first closing
phase as long as the residual magnetic fluxes in the two out of
the three phases do not excessively differ from each other.

The target closing-phase/time setting unit 15 calculates a
target closing time 16 of each of the phases with reference to
a reference phase of 0 degree of the power supply voltage 18.
That is, as for the first closing phase determined by the clos-
ing-order determination unit 13, the closing phase in which
the input magnetic-flux error that is the absolute value of a
maximum error between a stationary magnetic flux and the
residual magnetic flux at an input point becomes a minimum
value is calculated and set as the target closing phase for the
first closing phase based on the residual magnetic flux in the
first closing phase and the already-obtained pre-arc charac-
teristics 9 and the closing-time variation characteristics 10 of
the three-phase breaker 2 while assuming a point at which the
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reference phase is 0 degree as the reference point. In addition,
a time from the reference point to the target closing phase of
the first closing phase is set as a target closing time of the first
closing phase. As for the two remaining phases, a closing
phase in which the input magnetic-flux error becomes a mini-
mum value when the residual magnetic flux is zero is calcu-
lated and set as a target closing phase of the two remaining
phases (that is, the target closing phase for a second closing
phase) based on the pre-arc characteristics 9 and the closing-
time variation characteristics 10 of the three-phase breaker 2
while assuming a predetermined reference phase (of 0 degree,
for example) as a reference point. In addition, a time obtained
by adding up a time from the reference point to the target
closing phase of the two remaining phases and preset a pre-
determined delay time is set as a target closing time of the two
remaining phases. The predetermined delay time mentioned
here is explained later in detail.

When a closing instruction 1954 is input, the closing control
unit 17 outputs a closing control signal 20 to the three-phase
breaker 2 so as to close each of the phases at the target closing
time 16 of each phase set by the target closing-phase/time
setting unit 15 while assuming the point at which the refer-
ence phase of the power supply voltage 18 measured by the
voltage measuring device 4 is 0 degree as the reference point.

FIG. 2 depicts waveforms of respective units when the
residual magnetic fluxes of “~0.5 PU”, “+0.2 PU”, and “+0.3
PU” (“1.0 PU” is a maximum residual magnetic flux that
possibly occurs in the transformer) remain in the A-phase, a
B-phase, and a C-phase, respectively, the A-phase that serves
as the first closing phase is input in a phase in which the input
magnetic-flux error is zero and the two remaining phases are
input in phases in which the input magnetic-flux error one
cycle after the A-phase is input.

When three-phase power-supply voltages (an A-phase
power-supply voltage 101, a B-phase power-supply voltage
102, and a C-phase power-supply voltage 103) as shown in
FIG. 2 are applied, an A-phase stationary magnetic flux 104 is
then generated after input of the A-phase, and magnetic fluxes
107 (a B-phase magnetic flux indicated by a chain line, and a
C-phase magnetic flux indicated by a two-dot chain line)
opposite to the A-phase and having half an amplitude of that
of'the A-phase are generated in the B-phase and the C-phase,
respectively. These magnetic fluxes 107 are generated by
inducing voltages opposite in phase to the A-phase and hav-
ing amplitudes half as high as that of the A-phase in trans-
former-side voltages of the two remaining phases. Direct-
current components caused by the residual magnetic fluxes
remaining in the two remaining phases attenuate because of
homogenization phenomenon of the magnetic fluxes in the
iron cores and converge into zero. After input of the B-phase
and C-phase that are the two remaining phases, the B-phase
and C-phase magnetic fluxes change to stationary magnetic
fluxes 105 and 106, respectively.

Referring back to FIG. 1, the three-phase transformer 3
includes a primary winding of aY connection and a secondary
winding of a A connection (that is, also a ternary winding),
and a neutral point of the Y connection is grounded. The
primary winding is connected to the three-phase power sup-
ply 1 via the three-phase breaker 2, and both input and cutoff
of'the three-phase power supply 1 to and from the three-phase
transformer 3 are operated by opening or closing this three-
phase breaker 2. While FIG. 1 depicts a case where the sec-
ondary or ternary winding of the three-phase transformer 3 is
the A connection, aY connection can be alternatively used as
the secondary or ternary winding of the three-phase trans-
former 3.

20

25

40

45

55

6

When the three-phase transformer 3 is cut off from the
three-phase power supply 1, the three-phase breaker 2 is
controlled to collectively open the three phases by simulta-
neously actuating main contacts of the three phases similarly
to an ordinary three-phase breaker. When the phases are input
to the three-phase transformer 3 from the three-phase power
supply 1, the three phases are controlled to be closed based on
the closing phase set for each phase. That is, the three-phase
breaker 2 is a three-phase breaker with a phase control func-
tion that can control the input of respective phases indepen-
dently.

The pre-arc characteristics and the closing-time variation
characteristics when a transformer input operation is per-
formed by the use of the three-phase breaker 2 as well as a
magnetic flux error and an excitation inrush current generated
due to these characteristics are explained next with reference
to FIGS. 3 to 8. FIG. 3 is an explanatory diagram of target
input points based on the pre-arc characteristics when the
transformer input operation is performed by the use of the
three-phase transformer 2. FIG. 4 is an explanatory diagram
of the magnetic flux error and deviations of the target input
points resulting from the pre-arc characteristics and the clos-
ing-time variation characteristics. FIG. 5 is an explanatory
diagram of an excitation inrush current resulting from a mag-
netic flux error. FIG. 6 depicts power supply voltages, trans-
former voltages, and gap voltages in a state where no excita-
tion inrush current flows. FIG. 7 depicts power supply
voltages, transformer voltages, and gap voltages in a state
where an excitation inrush current flows. FIG. 8 is an explana-
tory diagram of an aspect in which the second closing phase
is input at an earlier time because of an excitation inrush
current. The A-phase that serves as the first closing phase is in
an input state and the B-phase or C-phase that serves as the
second closing phase is in an open state in FIGS. 4 and 5.

First, FIG. 3 depicts the gap voltages and the pre-arc char-
acteristics when the transformer input operation is performed
by the use of the three-phase breaker 2. In FIG. 3, a point at
which an A-phase gap voltage 110 intersects a pre-arc char-
acteristic line 115 corresponds to a target input point 114 of
the A-phase serving as the first closing phase (the A-phase
target input point 114).

Inthis case, the power supply voltages in the two remaining
phases (the B-phase and the C-phase) are a B-phase power-
supply voltage 302 and a C-phase power-supply voltage 303
shown in FIG. 6, respectively. If a phase of an A-phase power-
supply voltage 301 that is a reference phase is 0, the B-phase
power-supply voltage 302 and the C-phase power-supply
voltage 303 are expressed as follows.

B-phase power-supply voltage=sin(6-120°) (€8]

C-phase power-supply voltage=sin(6-240°) 2)

On the other hand, a B-phase transformer voltage and a
C-phase transformer voltage after the input of the A-phase
(not shown) are expressed as follows.

B-phase transformer voltage=sin(6-180°)/2 3)

C-phase transformer voltage=sin(6-180°)/2 4

Therefore, a B-phase gap voltage and a C-phase gap volt-
age that are gap voltages of the two remaining phases are
expressed as follows.

B-phase gap voltage=(B-phase power-supply volt-
age)—(B-phase transformer voltage)=—v3/2xsin

(6-90°) ®
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C-phase gap voltage=(C-phase power-supply volt-
age)—(C-phase transformer voltage)=+v3/2xsin

(6-90°) Q)

Furthermore, FIG. 3 depicts a B- or C-phase gap voltage
113 (a B-phase gap voltage 111 and a C-phase gap voltage
112 before the A-phase target input point 114) that is an
absolute value of each of the B-phase gap voltage and the
C-phase gap voltage (which are equal as obvious from the
Equations (5) and (6) mentioned above). As for the target
input point of the two remaining phases, a B- or C-phase
target input point 119 (an intersection between the B- or
C-phase gap voltage 113 and a pre-arc characteristic line 116)
is determined so as to have the minimum input magnetic-flux
error in an input time range 120 in which the B- or C-phase
gap voltage 113 intersects pre-arc characteristic lines 117 and
118 in view of the closing-time variation characteristics and
the pre-arc characteristics.

However, as shown in FIG. 4, when the input point of the
A-phase that is the first closing phase is not an A-phase target
input point 134 that is an intersection between an A-phase gap
voltage 139 and a pre-arc characteristic line 130 but an
A-phase input point 135 that is an intersection between the
A-phase gap voltage 139 and a pre-arc characteristic line 131
because of the closing-time variation characteristics, an
A-phase magnetic flux 133 draws a curve rising from a mag-
netic-flux rising point 138. Therefore, an input magnetic-flux
error 136 occurs. That is, the A-phase magnetic flux 133 is
offset from an A-phase stationary magnetic flux 132 by as
much as an increment of this input magnetic-flux error 136
and exceeds a magnetic-flux saturation threshold 137.
Accordingly, an A-phase excitation inrush current 140 as
shown in FIG. 5 occurs.

When the A-phase excitation inrush current 140 shown in
FIG. 5 occurs, an A-phase transformer voltage 306 shown in
FIG. 6 changes to an A-phase transformer voltage 316 shown
in FIG. 7. In addition, a B- or C-phase transformer voltage
307 shown in FIG. 6 changes to a B- or C-phase transformer
voltage 317 shown in FIG. 7. Accordingly, a B-phase gap
voltage 304 and a C-phase gap voltage 305 shown in FIG. 6
change (increase) to a B-phase gap voltage 314 and a C-phase
gap voltage 315 shown in FIG. 7, respectively.

With reference to FIG. 8, in a period in which the A-phase
excitation inrush current 140 occurs, a B-phase gap voltage
162 and a C-phase gap voltage 163 increase as well. There-
fore, when the closing-time variation characteristics indicate
a large variation, an input point 164 changes to an input point
165 and an assumed input time range 160 extends to an input
time range 161. As a result, the input of the two remaining
phases causes an input magnetic-flux error greater than an
assumed input magnetic-flux error occurs, and an excitation
inrush current higher than an assumed excitation inrush cur-
rent occurs.

The matters described above are those also described in
“Technical Problem” Section, that is, the problem that “an
input point becomes earlier than an assumed input point, and
then an excitation inrush current higher than an assumed
excitation inrush current occurs”.

To solve this problem, according to the first embodiment, a
control is executed to set the target input points of the two
remaining phases within the period in which the excitation
inrush current as shown in FIG. 5 does not occur. FIG. 9 is an
explanatory diagram of a control method for suppressing the
occurrence of the excitation inrush current higher than the
assumed excitation inrush current according to the present
embodiment. Specifically, the control is executed as follows.

First, attention is paid to the fact that the excitation inrush
current that occurs because of the first closing phase occurs
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repeatedly at 360° intervals, and that the target input point of
the two remaining phases is present at 180° intervals. There-
fore, the delay time of the two remaining phases (a delay time
with respect to a conventional input time) is controlled to be
either reduced by 0.5 cycle or extended by “0.5+n” cycle
(where n is an integer). In other words, the control is executed
to set the delay time of the two remaining phases to a time that
corresponds to half a cycle of the three-phase alternating-
current power or an odd multiple of the half cycle. This
control makes it possible to input the B-phase and the C-phase
in the period in which no excitation inrush current occurs, and
to ensure the input time range within the scope of the assump-
tion. An example shown in FIG. 9 is a case where the delay
time of the two remaining phases is controlled to be reduced
by 0.5 cycle (the delay time for the input of the B-phase and
C-phase is set to the half cycle). When a C-phase target input
point 279 is determined based on a pre-arc characteristic line
176 and the B- or C-phase gap voltage 113, an input time
range 170 in light of pre-arc characteristic lines 177 and 178
can be assumed. This control makes it possible to input the
B-phase and C-phase in the period in which no excitation
inrush current occurs, and to ensure the input time range
within the scope of the assumption.

Inthe present embodiment, an example of setting the delay
time of the two remaining phases to the time that corresponds
to half the cycle of the three-phase alternating-current power
has been disclosed. However, the present invention is not
limited thereto. What is important is that the delay time of the
two remaining phases is set to the time that excludes a period
in which the magnetic flux in the first closing phase possibly
saturates because of the input magnetic-flux error in the first
closing phase. It eventually suffices that the two remaining
phases can be input in the period in which no excitation inrush
current occurs, and this concept also forms the spirit of the
present invention.

As described above, the inrush-current suppressing device
according to the first embodiment calculates the period in
which the excitation inrush current that exceeds the magnetic
flux saturation threshold occurs due to the offset of the mag-
netic flux in the first phase from the input magnetic-flux error
during the input of the first closing phase, and determines the
target input point of the two remaining phases that are delayed
phases in the period in which no excitation inrush current
occurs. Therefore, it is possible to input the two remaining
phases in the period in which the gap voltages in the two
remaining phases are not unstable. Furthermore, this control
makes it possible to input the two remaining phases within the
assumed input time range, thereby suppressing an unintended
excessive excitation inrush current.

Second Embodiment.

FIG. 10 is an explanatory diagram of an inrush-current
suppressing device according to a second embodiment of the
present invention. In the power system shown in FIG. 1, the
three-phase transformer 3 of Y-A connections configured so
that a transformer primary side is the Y connection and a
transformer secondary side is the A connection is shown as an
example. In a power system shown in FIG. 10, a three-phase
transformer 3a of A-A connections configured so that both a
transformer primary side and a transformer secondary side
are A connections is shown as an example. While FIG. 10
depicts a case where a secondary winding or a ternary wind-
ing is the A connection, a Y connection can be alternatively
used as the secondary winding or the ternary winding, simi-
larly to the first embodiment. Configurations of the second
embodiment other than the above points are the same or
equivalent to the configurations of the first embodiment, and
therefore constituent elements common to the first and sec-
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ond embodiments are denoted by like reference signs and
redundant explanations thereof will be omitted.

When the transformer primary side is the A connection, an
excitation current does not occur in the three-phase trans-
former during the input of the first phase but the excitation
current occurs for the first time during the input of the second
phase. That s, as it is assumed that the A-phase power-supply
voltage is ypa, transformer voltages yta, ytb, and ytc during
the input of the first phase (during the input of the A-phase, for
example) are expressed as follows.

A-phase transformer voltage yra=A4-phase power-sup-

ply voltage ypa (7

B-phase transformer voltage yrb=A4-phase power-sup-

ply voltage ypa (®)

C-phase transformer voltage yte=4-phase power-sup-

ply voltage ypa ()]

Next, at the time of the input of the second phase (the input
of'the B-phase subsequent to the input ofthe A-phase), a rated
voltage is applied only to both ends of an A-phase transformer
winding and half a voltage opposite in phase to the rated
voltage is applied to each of a B-phase transformer winding
and a C-phase transformer winding. That is, as it is assumed
that the B-phase power-supply voltage is ypa, a potential
difference on both ends of each of the phase windings is
expressed as follows.

Potential difference on both ends of 4-phase

winding=ypa-ypb=V(3)sin(6+30) (10)

Potential difference on both ends of B-phase wind-

ing=-(ypa-ypb)/2=—V(3)/2 sin(6+30) (11)

Potential difference on both ends of C-phase wind-

ing=-(ypa-ypb)/2=—V(3)2 sin(6+30) (12)

Moreover, the C-phase transformer voltage and the
C-phase gap voltage are expressed as follows.

C-phase transformer voltage=ypa—(ypa-ypb)/2=(ypa+

ypb)/2 (13)

C-phase gap voltage=ypc—(ypa+ypb)/2 (14)

However, at the time of inputting the first closing phase and
the second closing phase, an excitation inrush current often
occurs because of the closing-time variation characteristics
similarly to the first embodiment. The potential difference on
the both ends of each of the phase windings in the period in
which the excitation inrush current occurs are expressed as
follows because a voltage decrement AV corresponding to
(excitation inrush current)x(system impedance) is generated.

Potential difference on both ends of 4-phase

winding=ypa-ypb-AV=V(3)sin(6+30)-AV 15)

Potential difference on both ends of B-phase wind-

ing=-(ypa—-ypb)/2-AV==Y(3)/2 sin(6+30)-AV (16)

Potential difference on both ends of C-phase wind-

ing=-(ypa-ypb)/2-AV=-V3/2 sin(6+30)-AV a7

Furthermore, the C-phase transformer voltage and the
C-phase gap voltage are expressed as follows.

C-phase transformer voltage=ypa—((ypa-ypb)/2-AV)=

(ypa+yph)2+AV (18)

C-phase gap voltage=ypc—(ypa+ypb)/2-AV

As described above, when the C-phase that is the delayed
phase is input in the period in which the excitation inrush
current occurs, the C-phase gap voltage varies, and therefore
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it is impossible to input the C-phase in a desired phase. FIGS.
11 to 16 are explanatory diagrams of states at this time.
Among these drawings, FIGS. 11 to 14 correspond to FIGS.
2 to 5 referred to in the explanations of the first embodiment,
respectively, and FIGS. 15 and 16 correspond to FIGS. 8 and
9 referred to in the explanations of the first embodiment,
respectively.

FIG. 11 depicts waveforms of respective units when the
residual magnetic fluxes of “~0.5 PU”, “+0.2 PU”, and “+0.3
PU” remain in the A-phase, the B-phase, and the C-phase,
respectively, the A-phase that serves as the first closing phase
is input in the phase in which the input magnetic-flux error is
Zero.

In FIG. 11, an A- or B-phase stationary magnetic flux 204
is generated after the input of the A-phase, a B-C or C-A
inter-phase stationary magnetic flux 205 opposite in phase to
an A-B inter-phase stationary magnetic flux and having an
amplitude half as high as that of the A-B inter-phase station-
ary magnetic flux is generated between the A-phase and the
B-phase or the C-phase and the A-phase. FIG. 11 differs from
FIG. 2 in that waveforms of the stationary magnetic fluxes are
those of the inter-phase magnetic fluxes (and is V3 times as
large as those of the stationary magnetic fluxes shown in FIG.
2). This is because the primary side of the three-phase trans-
former 3a described in the present embodiment is the A con-
nection. The amplitude of the B-C inter-phase or C-A inter-
phase stationary magnetic flux is half the amplitude of the
A-B inter-phase magnetic flux because voltages opposite in
the phase to and half in the amplitude of the voltage in the
A-phase are induced between the two remaining phases after
the input of the A-phase. FIG. 11 is identical to FIG. 2 in this
point. Thereafter, the direct-current components caused by
the residual magnetic fluxes remaining in the two remaining
phases attenuate because of the homogenization phenomenon
of the magnetic fluxes in the iron cores and converge into
Zero.

FIG. 12 depicts the B-phase gap voltage, the C-phase gap
voltage, and the pre-arc characteristics when the A-phase is
input as the first closing phase and the B-phase is input as the
second closing phase. In FIG. 12, a point at which a B-phase
gap voltage 212 intersects a B-phase pre-arc characteristic
line 215 corresponds to a target input point 214 of the B-phase
serving as the second closing phase (the B-phase target input
point 214).

FIG. 12 depicts a C-phase gap voltage 213 that is the
absolute value of the C-phase gap voltage. A C-phase target
input point 219 is shown as an intersection between the
C-phase gap voltage 213 and a C-phase pre-arc characteristic
line 216. The C-phase target input point 219 is determined so
as to have the minimum input magnetic-flux error in an input
time range 220 in which the C-phase gap voltage 213 inter-
sects pre-arc characteristic lines 217 and 218 in view of the
closing-time variation characteristics and the pre-arc charac-
teristics.

However, as shown in FIG. 13, when the input point of the
B-phase that is the second closing phase is not a B-phase
target input point 234 that is an intersection between a
B-phase gap voltage 239 and a B-phase pre-arc characteristic
line 230 but a B-phase input point 235 that is an intersection
between the B-phase gap voltage 239 and a B-phase pre-arc
characteristic line 231 because of the closing-time variation
characteristics, an A-B inter-phase magnetic flux 233 draws a
curve rising from a magnetic-flux rising point 238. Therefore,
an input magnetic-flux error 236 occurs. That is, the A-B
inter-phase magnetic flux 233 is offset from an A-B inter-
phase stationary magnetic flux 232 by an increment of this
input magnetic-flux error 236 and exceeds a magnetic-flux
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saturation threshold 237. As a result, an A-B inter-phase
excitation inrush current 240 as shown in FIG. 14 occurs.

When the A-B inter-phase excitation inrush current 240
shown in FIG. 14 occurs, the potential differences on the both
ends of each of the phase windings change as expressed by the
Equations (15) to (17). Accordingly, the C-phase transformer
voltage changes as expressed by the Equation (18), and the
C-phase gap voltage changes as expressed by the Equation
(19). As a result, it is impossible to input the C-phase in a
desired phase.

With reference to the example shown in FIG. 15, where
there is no closing time variation, the C-phase target input
point 219 that is the intersection between the C-phase pre-arc
characteristic line 216 and the C-phase gap voltage 213 for a
case where no excitation inrush current flows changes to an
unintended input point 266 that is an intersection between the
C-phase pre-arc characteristic line 218 and a C-phase gap
voltage 263.

To solve this problem, according to the second embodi-
ment, similarly to the first embodiment, a control is executed
to set the target input point of the one remaining phase (a third
closing phase) within a time that excludes the period in which
the excitation inrush current occurs at the timing at which the
two preceding phases are input. This control makes it possible
to input the third closing phase in a desired phase without
being influenced by the preceding input phases.

An example shown in FIG. 16 depicts a case of executing
a control to reduce the delay time of the one remaining phase
(the C-phase in this example) (a delay time with respect to a
conventional input time) by 0.5 cycle (the delay time for the
input of the C-phase is set to the half cycle). When a C-phase
target input point 279 is determined based on a C-phase
pre-arc characteristic line 276 and the C-phase gap voltage
263, an input time range 270 in light of C-phase pre-arc
characteristic lines 277 and 278 can be assumed. This control
makes it possible to input the C-phase in the period in which
no excitation inrush current occurs, and to ensure the input
time range within the scope of the assumption.

In the present embodiment, an example of setting a delay
time of one remaining phase to a time that corresponds to half
a cycle of a three-phase alternating-current power supply has
been disclosed. However, the present invention is not limited
thereto. What is important is that the delay time of the one
remaining phase (the third closing phase) is set to the time that
excludes the period in which the magnetic flux between the
first and second closing phases possibly saturates because of
the input magnetic-flux errors in the first and second closing
phases. It eventually suffices that the one remaining phase can
be input in the period in which no excitation inrush current
occurs, and this concept also forms the spirit of the present
invention.

As described above, the inrush-current suppressing device
according to the second embodiment calculates the period in
which the excitation inrush current that exceeds the magnetic
flux saturation threshold occurs due to the offset of the mag-
netic flux in the second phase from the input magnetic-flux
error during the input of the second closing phase, and deter-
mines the target input point of the one remaining phase that is
the delayed phases in the period in which no excitation inrush
current occurs. Therefore, it is possible to stabilize the gap
voltage of the one remaining phase, to input the one remain-
ing phase in an assumed and desired phase, thereby suppress-
ing an unintended excessive excitation inrush current.

The configurations explained in the first and second
embodiments described above are only an example of the
configuration of the present invention. Therefore, it is need-
less to mention that these configurations can be combined

10

15

20

25

30

35

40

45

50

55

60

65

12

with other commonly known techniques and can be modified
within a range not departing from the scope of the present
invention, such as omitting a part of the configurations.

INDUSTRIAL APPLICABILITY

As described above, the inrush-current suppressing device
according to the present invention is useful as an invention
that can suppress a maximum value of an excitation inrush
current so as to suppress occurrence of an excessive excitation
inrush current.

REFERENCE SIGNS LIST

1 three-phase power supply

2 three-phase breaker

3, 3a three-phase transformer

4, 5 voltage measuring device

6 transformer voltage

7 residual-magnetic-flux calculation unit
8 residual magnetic flux

9 pre-arc characteristic

10 closing-time variation characteristic
11 input magnetic-flux-error calculation unit
12 input magnetic-flux error

13 closing-order determination unit

14 closing order

15 target closing-phase/time setting unit
16 target closing time

17 closing control unit

18 power supply voltage

19a opening instruction

195 closing instruction

20 closing control signal

100 inrush-current suppressing device
101 A-phase power-supply voltage

102 B-phase power-supply voltage

103 C-phase power-supply voltage

104 A-phase stationary magnetic flux
105 B-phase stationary magnetic flux
106 C-phase stationary magnetic flux
107 B- or C-phase magnetic flux

110, 139 A-phase gap voltage

111 B-phase gap voltage

112 C-phase gap voltage

113 B- or C-phase gap voltage

114 A-phase target input point

115 to 118, 130, 131, 177, 178 pre-arc characteristic line
119, 179 B- or C-phase target input point
120, 160, 161, 170 input time range

132 A-phase stationary magnetic flux
133 A-phase magnetic flux

134 A-phase target input point

135 A-phase input point

136 input magnetic-flux error

137 magnetic-flux saturation threshold
138 magnetic-flux rising point

140 A-phase excitation inrush current
162 B-phase gap voltage

163 C-phase gap voltage

164, 165, 266 input point

204 A- or B-phase stationary magnetic flux
205 B-C or C-A inter-phase stationary magnetic flux
212 B-phase gap voltage

213, 239 C-phase gap voltage

214, 234 B-phase target input point

215, 230, 231 B-phase pre-arc characteristic line
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216 to 218, 276 to 278 C-phase pre-arc characteristic line
219 C-phase target input point
220, 270 input time range
232 A-B inter-phase stationary magnetic flux
233 A-B inter-phase magnetic flux
234 B-phase target input point
235 B-phase input point
236 input magnetic-flux error
237 magnetic-flux saturation threshold
238 magnetic-flux rising point
240 A-B inter-phase excitation inrush current
263 C-phase gap voltage
301 A-phase power-supply voltage
302 B-phase power-supply voltage
303 C-phase power-supply voltage
304, 314 B-phase gap voltage
305, 315 C-phase gap voltage
306, 316 A-phase transformer voltage
307, 317 B- or C-phase transformer voltage

The invention claimed is:

1. An inrush-current suppressing device applied to a con-
figuration in which three-phase alternating-current power is
supplied to and cut off from a three-phase transformer having
a primary winding of a Y connection via a three-phase
breaker, for suppressing an excitation inrush current that pos-
sibly occurs in the three-phase transformer during input of the
three-phase breaker, the inrush-current suppressing device
comprising:

a residual-magnetic-flux calculation unit that obtains a
residual magnetic flux in each phase generated within
the three-phase transformer based on a voltage of each
phase generated in the three-phase transformer before
and after closing the three-phase breaker;

an input magnetic-flux-error calculation unit that obtains a
closing-phase input magnetic-flux error for every phase
based on the residual magnetic flux in each phase and in
consideration of pre-arc characteristics and closing-time
variation characteristics of the three-phase breaker;

a closing-order determination unit that determines a clos-
ing order of phases of the three-phase breaker based on
the residual magnetic flux in each phase;

atarget-closing-phase setting unit that calculates a phase in
which the input magnetic-flux error in a first closing
phase determined by the closing-order determination
unit becomes a minimum value and sets the calculated
phase as a target closing phase of the first closing phase,
and that calculates a phase in which the input magnetic-
flux error in the two remaining phases becomes a mini-
mum value while assuming a predetermined phase in a
predetermined reference phase as a reference point and
sets the calculated phase as a target closing phase of a
second closing phase;

a target-closing-time setting unit that sets a time from the
reference point to the target closing phase of the first
closing phase as a target closing time of the first closing
phase, and that sets a time obtained by adding up a time
from the reference point to the target closing phase of the
two remaining phases and a predetermined delay time as
a target closing time of the second closing phase; and

aclosing control unit that generates a closing control signal
and outputs the closing control signal to the three-phase
breaker so as to close each phase at the target closing
time of each phase set by the target-closing-time setting
unit in response to a closing instruction to the three-
phase breaker, wherein
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the predetermined delay time is set to exclude a period in
which a magnetic flux in the first closing phase possibly
saturates because of the input magnetic-flux error in the
first closing phase.

2. The inrush-current suppressing device according to
claim 1, wherein the predetermined delay time is set to a time
that is half a cycle of the three-phase alternating-current
power or an odd multiple of a half cycle of the three-phase
alternating-current power.

3. An inrush-current suppressing device applied to a con-
figuration in which three-phase alternating-current power is
supplied to and cut off from a three-phase transformer having
a primary winding of a A connection via a three-phase
breaker, for suppressing an excitation inrush current that pos-
sibly occurs in the three-phase transformer during input of the
three-phase breaker, the inrush-current suppressing device
comprising:

a residual-magnetic-flux calculation unit that obtains a
residual magnetic flux in each phase generated within
the three-phase transformer based on a voltage of each
phase or a gap voltage of each phase generated in the
three-phase transformer before and after closing the
three-phase breaker;

an input magnetic-flux-error calculation unit that obtains a
closing-phase input magnetic-flux error for every phase
based on the residual magnetic flux in each phase and in
consideration of pre-arc characteristics and closing-time
variation characteristics of the three-phase breaker;

a closing-order determination unit that determines a clos-
ing order of phases of the three-phase breaker based on
the residual magnetic flux in each phase;

a target-closing-phase setting unit that calculates phases in
which the input magnetic-flux error in each of a first
closing phase and a second closing phase determined by
the closing-order determination unit becomes a mini-
mum value and sets the calculated phases as a target
closing phase of the first closing phase and a target
closing phase of the second closing phase, respectively,
and that calculates a phase in which the input magnetic-
flux error in the one remaining phase becomes a mini-
mum value while assuming a predetermined phase in a
predetermined reference phase as a reference point and
sets the calculated phase as a target closing phase of a
third closing phase;

a target-closing-time setting unit that sets a time from the
reference point to the target closing phase of the first
closing phase as a target closing time of the first closing
phase and a time from the reference point to the target
closing phase of the second closing phase as a target
closing time of the second closing phase, and that sets a
time obtained by adding up a time from the reference
point to the target closing phase of the third closing
phase and a predetermined delay time as a target closing
time of the third closing phase; and

a closing control unit that generates a closing control signal
and outputs the closing control signal to the three-phase
breaker so as to close each phase at the target closing
time of each phase set by the target-closing-time setting
unit in response to a closing instruction to the three-
phase breaker, wherein

the predetermined delay time is set to exclude a period in
which a magnetic flux between the first closing phase
and the second closing phase possibly saturates because
of the input magnetic-flux error in the first closing phase
and the input magnetic-flux error in the second closing
phase.
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4. The inrush-current suppressing device according to
claim 3, wherein the predetermined delay time is set to a time
that is half a cycle of the three-phase alternating-current
power or an odd multiple of a half cycle of the three-phase
alternating-current power.

5. An inrush-current suppressing method applied to a con-
figuration in which three-phase alternating-current power is
supplied to and cut off from a three-phase transformer having
a primary winding of a Y connection via a three-phase
breaker, for suppressing an excitation inrush current that pos-
sibly occurs in the three-phase transformer during input of the
three-phase breaker, the inrush-current suppressing method
comprising:

a first measuring step of measuring a voltage of each phase
or a gap voltage of each phase generated in the three-
phase transformer;

a first calculating step of calculating a residual magnetic
flux in each phase generated within the three-phase
transformer based on a measuring result of the first mea-
suring step before and after closing the three-phase
breaker;

a second calculating step of obtaining a closing-phase
input magnetic-flux error for every phase based on the
residual magnetic flux in each phase and in consider-
ation of pre-arc characteristics and closing-time varia-
tion characteristics of the three-phase breaker;

a first determining step of determining a closing order of
phases of the three-phase breaker based on the residual
magnetic flux in each phase;

a second measuring step of measuring a voltage in a pre-
determined reference phase;

a first setting step of calculating a phase in which the input
magnetic-flux error in a first closing phase determined at
the first determining step becomes a minimum value and
setting the calculated phase as a target closing phase of
the first closing phase;

a second setting step of calculating a phase in which the
input magnetic-flux error in the two remaining phases
becomes a minimum value while assuming a predeter-
mined phase in the reference phase measured at the
second measuring step as a reference point, and setting
the calculated phase as a target closing phase ofa second
closing phase;

athird setting step of a setting time from the reference point
to the target closing phase of the first closing phase as a
target closing time of the first closing phase;

a fourth setting step of setting a time difference between an
arbitrary time in a period in which a magnetic flux in the
first closing phase does not possibly saturate because of
the input magnetic-flux error in the first closing phase
and a time of the reference point as a delay time;

a fifth setting step of a setting time obtained by adding up
a time from the reference point to the target closing
phase of the second closing phase and the delay time as
a target closing time of the second closing phase; and

aclosing control step of generating a closing control signal
and outputting the closing control signal to the three-
phase breaker so as to close each phase at the target
closing time of each phase set at the third setting step and
the fifth setting step in response to a closing instruction
to the three-phase breaker.

6. An inrush-current suppressing method applied to a con-

figuration in which three-phase alternating-current power is
supplied to and cut off from a three-phase transformer having
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a primary winding of a A connection via a three-phase
breaker, for suppressing an excitation inrush current that pos-
sibly occurs in the three-phase transformer during input of the
three-phase breaker, the inrush-current suppressing method
comprising:

a first measuring step of measuring a voltage of each phase
or a gap voltage of each phase generated in the three-
phase transformer;

a first calculating step of calculating a residual magnetic
flux in each phase generated within the three-phase
transformer based on a measuring result of the first mea-
suring step before and after closing the three-phase
breaker;

a second calculating step of obtaining a closing-phase
input magnetic-flux error for every phase based on the
residual magnetic flux in each phase and in consider-
ation of pre-arc characteristics and closing-time varia-
tion characteristics of the three-phase breaker;

a first determining step of determining a closing order of
phases of the three-phase breaker based on the residual
magnetic flux in each phase;

a second measuring step of measuring a voltage in a pre-
determined reference phase;

a first setting step of calculating phases in which the input
magnetic-flux error in each of a first closing phase and a
second closing phase determined at the first determining
step becomes a minimum value, and setting the calcu-
lated phases as a target closing phase of the first closing
phase and a target closing phase of the second closing
phase, respectively;

a second setting step of calculating a phase in which the
input magnetic-flux error in the one remaining phase
becomes a minimum value while assuming a predeter-
mined phase in the reference phase measured at the
second measuring step as a reference point, and setting
the calculated phase as a target closing phase of a third
closing phase;

athird setting step of a setting time from the reference point
to the target closing phase of the first closing phase as a
target closing time of the first closing phase and a time
from the reference point to the target closing phase of the
second closing phase as a target closing time of the
second closing phase;

a fourth setting step of setting a time difference between an
arbitrary time in a period in which a magnetic flux in the
first closing phase and a magnetic flux in the second
closing phase do not possibly saturate because of the
input magnetic-flux error in the first closing phase and
the input magnetic-flux error in the second closing phase
and a time of the reference point as a delay time;

a fifth setting step of setting a time obtained by adding up
a time from the reference point to the target closing
phase of the third closing phase and the delay time as a
target closing time of the third closing phase; and

a closing control step of generating a closing control signal
and outputting the closing control signal to the three-
phase breaker so as to close each phase at the target
closing time of each phase set at the third setting step and
the fifth setting step in response to a closing instruction
to the three-phase breaker.

#* #* #* #* #*



